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INTRODUCTION 

The USDA Forest Service has been investigating 
the application of Central Tire Inflation (CTI) tech- 
nology to forest products transportation. CTI permits 
adjustment of tire pressure to optimize truck perform- 
ance for varying road conditions. Reducing tire pres- 
sure (increasing tire deflection) increases tire foot- 
print, which increases traction and reduces road 
contact pressure. Anticipated benefits of CTI include 
improved driver comfort and reductions in truck 
maintenance, road maintenance, and road construc- 
tion costs. A number of studies have examined vari- 
ous aspects of the CTI concept (Gililland and Ryburn 
1986, Nevada Automotive Test Center 1987, Taylor 
1987). 

As part of the National Forest Service CTI testing 
program, demonstration tests were conducted in Ala- 
bama and Oklahoma between October 1987 and April 
1988. Two 10-wheel trucks were equipped with proto- 
type onboard CTI systems and radial tires. During 
tests conducted in Alabama, the trucks were config- 
ured as three-axle log trucks (fig. 1). For further test- 
ing in Oklahoma, the trucks were configured as trac- 
torltrailer combinations with pole-type trailers (fig. 
2). The objectives of the southern tests were to: (1) 
quantify CTI performance, road wear, and truck vi- 
bration and (2) demonstrate CTI technology in the 
southern region to encourage technology transfer. 
Some aspects of these regional tests have been previ- 
ously reported (Ashmore and Sirois 1987). The quan- 
titative analysis of the remaining road wear and 
truck vibration data from the southern regional tests 
is presented in this report. 

PREVIOUS FINDINGS 

and road surface material. Finally, the harvesting op- 
eration trial examined the performance of the CTI 
systems and tire life over an extended operating 
period in a production environment. Ashmore and 
Sirois (1987) described the CTI systems and the proce- 
dures followed in these tests. Their report also de- 
scribed the perfbrmance characteristics of the proto- 
type CTI systems. 

Forest Road Test Course 

The forest road test course used by Ashmore and 
Sirois (1987) was a 2.1-mile stretch of a native- 
surfaced, sandy road divided into three test sections 
along its length (fig. 3), with a turnaround area at  
each end. The CTI trucks traveled back and forth over 
the road in an accelerated loop test, changing tire 
pressures for each test section. The loaded trucks had 
a gross vehicle weight of approximately 50,000 Ib. 
Tire pressures were varied to obtain lo-, 20-, and 30- 
percent tire deflection for the respective road sections. 
From this test, the authors observed that: 

1. Significant road damage occurred in the low- 
deflection (high tire pressure) test section 
(fig. 4). 

2. Lateral rocking of the trucks in the high- 
deflection (low tire pressure) test section pro- 
duced a lateral "washboard effect. 

3. In the turnaround areas, mobility differences be- 
tween high and low tire deflection were appar- 
ent. At low deflection, the trucks could become 
stuck in wet conditions. Increasing tire deflec- 
tion permitted the trucks to drive out after be- 
coming immobilized. 

4. Driving with greater tire deflection produced a 
road-healing effect in rutted areas. 

The southern tests consisted of three distinct evalu- ~~~~b~~ pull T~~~~ 
ations: (I) a forest road test course, (2) drawbar pull 
tests, and (3) an operational trial on a production har- The drawbar pull tests were conducted on two 
vesting job. 'The forest road test course was used to native-surfaced roads-a sandy road and a clay road. 
examine road wear, vehicle mobility, and ride vibra- Tests on the clay road were conducted with the sur- 
tion. The drawbar pull tests studied the tractive capa- face in a saturated state. The results of the drawbar 
bility of the CTI trucks as a function of tire deflection pull tests showed that: 
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Forestry Sciences Laboratory, USDA Forest Service, Southern Forest Experiment Station, Auburn, AL. 



Fiwre 1 .-Three-wle log trucks quipped with central tire inflation system. 

Figure 2.-Tractoritrailer equipped with a central tire inflation system. 

1. Drawbar pull on both road surfaces was in- 
creased by lowering tire pressure to obtain 20- 
percent deflection. The increase in drawbar pull 
was greater on the sandy surface. 

2. Further increasing deflection from 20 to 30 per- 
cent did not result in increased drawbar pull. 

Operatiodal Evaluation 

The operational tests were conducted on timber 
harvesting operations in Oklahoma. The two CTI 
trucks, configured with pole trailers, were operated 
for approximately 1,000 miles over a private road net- 
work. An additional 8,000 miles were logged with a 
CTI system installed on a third tractoritrailer combi- 
nation using tires from the earlier tests. Thus, 18 tires 
were operated in CTI systems for about 10,000 miles. 

Subjective observations during the Oklahoma tests 
revealed that: 

1. Low-pressure tires had better traction on push- 
out roads, frozen roads, and adverse grades. 

2. Rocks became wedged between the dual tires 
during high-pressure operation, causing poten- 
tial tire damage and tmek delays. This was not 
a factor during low-pressure operation, 

3. Tire damage and wear did not appear to be accel- 
erated by appropriate low-pressure operation. 

In addition to the results previously reported by 
Ashmore and Sirois (1987), further data were eol- 
lected during the southern demonstration tests. In the 
forest road test course, road cross-sections were meas- 
ured to quantify changes in the road surface. Ride 
meter readings were also taken to measure the effect 
of tire deflection on the whole-body vibration of the 
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Figure 3.-Layout of the forest road test course identifying the three 
tire deflection test sections and the nine road eross- 
section sample points. 

driver. During the Oklahoma test, data relating tire 
pressure to travel speed were also recorded. The col- 
lection, analysis, and evaluation of the additional in- 
formation is described in this repork;. 

Road Cross-Section Changes 

Traffic on forest roads can alter the road cross- 
section through compaction and displacement of the 
surface material. Analysis of the road structure dur- 

ing the forest road tests examined changes in both the 
cross-sectional elevations of the road and in the bulk 
density of the road surface matenan. These changes 
were examined as functions of tire deflection, number 
of trips, and moisture content of the road surface 
material, 

Elevationaf changes in road cross-sections were 
measured by establishing three sample eross-sections 
within each of the three road test sections (fig. 3). At 
each cross-section, stakes were firmly embedded on 
each side of the road to serve as elevation bench- 
marks. A rill meter resting on the reference stakes 
was used to measure elevations at 2-inch intervals 
along each eross-section. Relative elevations, 
recorded to the nearest 0.1 inch at each point along 
the cross-section, were measured weekly during the 
road course tests. Figure 5 illustrates typical cross- 
section elevations measured in the 20-percent deflec- 
tion test section. 

The individual weekly measurements at each cross- 
section were reduced to single number indices of 
cross-section change. At each measurement point 
along the cross-sections, the current elevation was 
subtracted from the elevation at that point the previ- 
ous week. The average absolute value of the elevation 
changes was calculated for each cross-section to pro- 
vide an index of total eross-section change: 

Figure 4.-Road deterioration in the 10-percent tire deflection road section. 
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Figure 5.-Cross-section elevations at the beginning and end ofthe 
test in the 20-percent tire deflection road section. 

where: CE = current elevation of cross-section point i, 
PIE: = elevation of cross-section point i the pre- 

vious week, and 
n = number of cross-section points. 

This index is intended to indicate only the amount of 
change in the cross-section relative to the previous 
week. It does not indicate whether the change was in 
the form of rutting or uniform compaction across the 
road surface. This value was used as a dependent vari- 
able in the analysis of tire deflection effects on the 
road cross-section. 

The second dependent variable, bulk density of the 
surfacing, was also measured weekly at  each cross- 
section location. Two density readings, one in each 
wheel track, were taken from a 6-inch depth at  each 
cross-section. An average of the two values was used 
as the dependent variable. The bulk density values 
were obtained with a Troxler Model 34111 single- 
probe nuclear gauge. 

Several independent variables assumed to affect 
changes in the road prism were also measured. Stand- 
ard Proctor tests (ASTM D698-78) were run on a soil 
sample from each of the cross-sections to determine 
the optimum moisture content for compaction. A gra- 
dation analysis was also performed on several of the 
samples. Weekly measurements of soil moisture con- 
tent were taken with the Troxler nuclear gauge. Mois- 
ture content was sampled in both wheel tracks, and 
the average moisture content value was used in the 
statistical analysis. Rainfall records were collected 

lThe use of trade or firm names in this publication is solely for 
the information of the reader and does not imply endorsement by 
the U.S. Department of Agriculture of any product or service. 

with a Belfort continuously recording rain gauge lo- 
cated at  the site. The data obtained from these meas- 
urements were summarized into the variables listed 
in table 1. Linear regression methods were used to 
statistically evijiluate the effects of the independent 
variables on changes in track bulk density and cross- 
section elevations. 

Ride Vibration Measurements 

Altering the dynamic properties of the tires 
through reduced inflation pressure changes the vibra- 
tion experienced by the truck and driver. If these 
changes reduce the vibration enerm or shift the vi- 
bration into less sensitive frequency ranges, wear and 
tear on the truck and driver could be reduced. A num- 
ber of studies (e.g., Gmber 1976, Rosegger and Roseg- 
ger 1960, Spear and others 1975) have indicated an 
association between occupational exposwe to whole- 
body vibration (WBV) and the development of certain 
musculoskeletal and gastrointestinal disorders. 
Measurements taken by Wilcox, Doyle, and Tubbs 
(1988) in two conventional log trucks found WBV 
levels that exceeded the 8-hour fatipe-decreased pro- 
ficiency curve of IS0 2631 (IS0 1978). Based on the 
vibration levels and physiological manifestations ob- 
served in their study, the National Institute of Occu- 
pational Safety and Health researchers recommended 
vibration reduction measures in the trucks. Reducing 
WBV levels in log trucks would improve the driver's 
work environment and may reduce the incidence of 
long-term occupational injuries in log trucking. 

Table 1.-Variables used in  the analysis of road cross-section 
changes 

Variable 

Dependent Vmiables 
Change in the cross-section elevations 
Track bulk density 

Independent Variables 
Track moisture content 
Average moisture content of the tracks and the center of the road 
Proctor moisture content 
Difference between moisture content and the Proctor optimum 
Number of passes during a given week 
Cumulative passes from the beginning of the test through the 

given week 
Average daily rainfall during a given week 
Total rainfall from the beginning of the test through the given 

week 
Road test section that corresponds to a tire deflection level 
Cross-section within the test sections 
Week within the test period 



Forest Road Test Course. -On the forest road test 
course, ride vibration was measured with the Water- 
ways Experiment Station (MIES) Ride Meter (Lins 
1972). The WES Ride Meter measures ride vibration 
as a function of absorbed power, defined as the 
product or" the force input to the driver and " the  veloc- 
ity of the driver (Lee and Pradko 1968). The ride 
meter displays the time-weighted average absorbed 
power at  the end of a data collection period. Vibration 
measurements were taken separately in both trucks 
at  two locations: the operatoriseat interface and the 
seat attachment point. 

A vibration measurement period consisted of the 
time required for the truck to traverse a test section. 
At the end of the test section, the average absorbed 
power value, measured at  the accelerometer mount- 
ing location, was recorded by a data collector; the ride 
meter was then cleared for the next measurement 
period. The data collector also observed the speedome- 
ter during the measurement period and recorded an 
average truck speed. The ride meter was randomly 
rotated between the two trucks and the two mounting 
locations. Absorbed power values at  the two locations 
were examined as a function of the independent vari- 
ables listed in table 2. 

Operational Evaluation. -An indirect evaluation of 
ride vibration was conducted during the operational 
trials in Oklahoma by measuring truck speed and tire 
inflation pressure. Assuming that one of the factors 
limiting the travel speed of a log truck is the WBV of 
the driver, there should be a statistically significant 
difference between the overall average travel speeds 
at  high and low tire deflections. Low tire deflection, 
for example, would be associated with lower travel 
speeds because of higher vibration levels. 

An Ornnidata Model 516 Polycorder measured vehi- 
cle speed through a speedometer drive splitter and 
tachometer generator. Tire inflation pressure was 
sensed by a pressure transducer in the onboard CTI 
system. At regular intervals throughout the day, the 
Omnidata measured and recorded the data. The data 
were summarized by tire pressure, and an analysis of 
variance was used to evaluate the difference in aver- 
age travel speeds. 

Table 2.-Independent variables examined in the analysis of ride 
vibration 

Variable Description 

Truck Includes differences between trucks, sus- 
pensions, seating, and drivers 

Road test section Corresponds to different tire deflection 
levels as  well as  physical differences 
among the road sections 

Cross-section Accounts for physical differences among the 
individual sample cross-sections 

Travel speed Average travel speed during the measure- 
ment period 

Cumulative passes Total passes from the beginning of the test 

Road Cross-Section Changes 

The initial Proctor and gradation tests quantified 
characteristics of the road surface material. The na- 
tive material was a uniformly graded sand (fig, 6). 
Optimum moisture content for compaction ranged 
from 9.5 to 13.2 percent across the nine cross-sections 
(fig. 7'). Track moisture content values varied from 13 
to 21 percent during the course of the study. 

Changes in the road cross-section were evaluated 
by analyzing the two dependent variables-track 
bulk density and cross-section elevation change. The 
statistical analysis procedures are described more 
fully in the appendix. The regression analysis of ele- 
vation change found a significant inverse relationship 
between track moisture content and elevation-as 
track moisture content increased above the optimum 
moisture content for compaction, the magnitude of the 
elevational change decreased. This is consistent with 
standard moisture-density relationships if com- 
paction of the road surface is a factor in altering the 
cross-sections. Figure 8 illustrates the regression 
equation plotted against the actual cross-section ele- 
vation data. 

The elevation change data were adjusted to account 
for the effect of track moisture content, and an analy- 
sis of variance was used to determine if further vari- 
ability in the data could be explained by differences 
among weeks, road sections, or cross-sections. The 
analysis found no significant differences due to road 
section (tire deflection effect) or cross-section. The 
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Figure 6.-Gradation analysis of samples from the forest road test 
course. 
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Figure ?.-Proctor curves for the surface material of the forest road at the individual road cross- 
sections. 
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Figure )).-Regression equation for cross-section eleuation changes compared to the 
range of the actual data. 

only significant factor was differences among weeks, 
suggesting that there were significant weekly differ- 
ences that were not explained by traffic level or mois- 
ture regime. 

A similar statistical procedure was used to evaluate 
the eflfect of the independent variables on changes in 
track bulk density. Regression analysis found that the 
trend of increasing bulk density observed during the 
test period was largely. a function of the number of 
passes and moisture (fig. 9). Again, this is consistent 
with standard moisture-density relationships. The 
bulk density data were adjusted to remove the effect 
of passes and moisture and further evaluated in an 
analysis of variance. None of the remaining independ- 
ent variables (week, road section, or cross-section) 
were significant in explaining the variability in bulk 
density. 

Ride Vibration 

lii%S Ride 2tleter Data. T h e  ride meter data were 
statistically analyzed in a manner similar to the anal- 
ysis of the cross-section change data, F i e r e  10 illus- 
trates the range of absorbed power values that were 
recorded during the tests. There were statistically sig- 
nificant differenees in absorbed power readings 
among the road sections. The highest absorbed power 
values measured at the seat base occurred on the 10- 
percent deflection section, while the highest values 
measured on the seat occurred on the 30-percent de- 
flection section. Because the absorbed power values at  
the two accelerometer mounting locations (seat and 
seat base) were measured on different passes, the data 
were analyzed separately by mounting location. 

The ride meter values were initially examined as a 
function of travel speed and cumulative number of 

passes. For the seat base location, neither of these 
factors nor variations of the factors were significant in 
explaining the variability in the absorbed power 
values. Regession analysis of the data from the seat, 
however, showed that speed and cumulative passes 
did have a significant effect on the absorbed power 
transmitted to the driver. Travel speeds were signifi- 
cantly different among the road sections and directly 
related to the tire deflection-the 10-percent deflec- 
tion section had a lower average travel speed than the 
30-percent deflection. In addition, increased travel 
speed andior increased number of passes over the road 
were associated with higher absorbed power values on 
the seat. 

The ride meter data were further analyzed to deter- 
mine the effeet of truck, test section, and individual 
cross-section differences. All three of these factors sig- 
nificantly a&cted the absorbed power values meas- 
ured at  the seat base. However, analysis of the data 
measured on the seat, adjusted for the effect of travel 
speed and cumulative passes, found that the only sig- 
nificant eEect that could be identified was due to dif- 
ferences between the trucks. There was no detectable 
dif'ference in absorbed power at the seat due to tire 
deflection. 

Operational Evaluation. -The data from the opera- 
tional trials consisted of simultaneous readings of 
travel speed, inflation pressure in the front tires, and 
inflation pressure in the rear tires. The inflation pres- 
sure values were averaged and categorized as either 
high or low. The travel speeds were statistically ex- 
amined to determine the effect of differences between 
trucks and between the two levels of inflation pres- 
sure. Both of these factors were found to sipificantly 
affect travel speed, with higher travel speeds associ- 
ated with lower tire pressures. 
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Figure 9.-Regression equation for changes in track bulk density compared to the range ofthe 
actual data. 
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Figure 10.-The range of absorbed power values measured at the seat base and on the 
seat at three diferent tire deftections. 

DISCUSSION 

Road Cross-Section Changes 

Elevational changes were observed in the road 
cross-sections, but these changes could only be at- 
tributed to unexplained weekly differences and the 
effects of traEic and moisture. No statistically signifi- 
cant changes in cross-section elevation could be at- 
tributed to tire deflection. 

While the statistical analysis does not support a 
deflection-related effect, significant road damage oc- 
curred in the low-deflection test section. The damage 
simply did not occur at one of the three cross-sections 
within the test section. Future road surface testing 
protocols should include longitudinal profiles as well 
as lateral road cross-sections. 

Changes in the surfacing bulk density were also 
observed. The data exhibited a trend of increasing 
bulk density through the testing period. The statisti- 



cal analyses indicated that the change in bulk density 
was a function of traffic, moisture, and differences 
between the individual sample points. There was no 
statistically significant difference between the com- 
paction that occurred in the different deflection sec- 
tions. This data confirms that compaction processes 
are part of alterations in the cross-sections. 

Ride Vibration Measurements 

The ride meter data indicate the complex nature of 
the ride dynamics on a logging truck. Absorbed power 
values recorded at  the floor exhibited wider range and 
greater maximum values than the absorbed power 
observed at  the seat. The reduction in vibration be- 
tween the two points is a frequency-dependent func- 
tion of the seat suspension dynamics. The vibration 
input to the seat (seat base location) was a function of 
differences in trucks, test sections, and the individual 
cross-sections. However, the measured vibration at  
the operatoriseat interface was only a function of dif- 
ferences between the trucks, The dissipation of vibra- 
tion energy in the seat suspensions apparently re- 
duced the variability due to tire deflection. While it 
appears that increasing tire deflection may not signif- 
icantly reduce the vibration exposure of the driver, it 
clearly reduces the vibration levels to which the truck 
is subjected. 

The operational trial data, like the forest road test 
course values, indicated a significant inverse rela- 
tionship between travel speed and tire pressure. 
Lower tire pressures were associated with higher 
travel speeds. There are a number of possible implica- 
tions. If travel speed was limited by a "vibration expo- 
sure threshold" of the drivers, then the data would 
suggest that tire deflection has a sufficient effect on 
ride vibration to affect the behavior of the driver. It is 
also possible that the effect on the driver is more indi- 
rect. For example, the rattling, banging, and shaking 
of the truck at higher tire pressures might induce the 
driver to reduce ipeed even if the ride vibration was at 
an acceptable level. Further testing is required to 
identify the processes involved. Any further testing 
should examine the dynamic system in more detail, 
recording spectral data at  various points in the vi- 
bration transmission path between the tire and the 
operator. 

CONCLUSIONS 

The data observed in the various tests described in 
this report support the following conclusions: 

1. Bulk density of the road surface increased with 
the number of trips over the road. This increase 
was independent of tire deflection. 

2. Changes in the cross-section elevations were a 
function of traffic and moisture regime, not tire 

deflection. However, the sampling scheme 
missed simificant road damage that may have 
been deflection-dependent . 

3. Vibration on the seat (measured by the absorbed 
power criteria) was not significantly affected by 
tire deflection. Vibration at  the seat mounting 
point was aEected by tire deflection. 

4. Travel speeds observed in both tests were di- 
rectly related to tire deflection. Higher travel 
speeds were observed at  higher tire deflection. 
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Appendix 

CUMP. Equation A-2 describes the repession rela- 
tionship, which is plotbd against the range of the 
data in figure 9. 

StaGs-tlieal Analyses 

The two dependent variables in the forest road test 
course, track bulk density and cross-section elevation 
change, were evaluated in a randomized complete 
block experimental design with cross-section nested 
within section, blocked by week. The measured quan- 
titative independent variables (number of passes, 
moisture content, and rainfall) were examined for sig- 
nificant correlation with the dependent variables and 
treated as covariates. 

Cross-Section Elevation Change. -Linear reges- 
sion analysis was used to develop an equation that 
described the relationship between the cross-section 
elevation changes (CHG) and the covariates (equation 
A-1). Track moisture content (TMC), cumulative 
passes (CUMP), and cumulative rainfall (RTdbT) were 
significant variables. 

This equation is plotted against the range of data in 
figbare 8. During week 4 one of the trucks broke down, 
and only half as many passes were applied to the road. 
This may account for the arnomaious data point in 
week 4. The eEecd of weekly passes was not statisti- 
cally significant. 

Using equation A-1, the cross-section change data 
were adjusted to remove the effect of the siwifieant 
eovariates, The adjusted data were then examined in 
the randomized block desip.  The results of the anal- 
ysis of variance (table A-1) indicate no significant ef- 
fect associated with tire deflection (SECT). Even with 
weekly variability due to passes and track moisture 
content removed, the only significant variable was 
the blocking factor, week. 

Track Bulk Density. -The track bulk density data 
were analyzed using a similar procedure. Linear re- 
gression analysis of the covariates showed that track 
bulk density ITBD) was si~idicantly related to TMC, 
average rainfall during the week (RAVG), RTOT, and 

This equation was used to adjust the values of TBD to 
remove the variability due to the covariates. The re- 
sulting adjusted values were analyzed in the random- 
ized block design to evaluate the main effects (table 
A-2). 

With the variatim due to the covariates removed, 
there was no significant dif3Ference attributable to tire 
deflection. The only main eEect that proved signifi- 
cant was cross-section, which suggests that unspeci- 
fied diEerences between, the individual cross-sections 
contributed to the observed variation in TBB. 

Ride 1Meter Data. -The ride meter data were sepa- 
rated by accelerometer mounting location and ana- 
lyzed in a similar factorial experimental desim. Aver- 
age travel speed (SPEED) and CUMP were tested for 
significance as covariates. The covariates signifi- 
cantly affected absorbed power values measured on 
the seat, but not the data measured at the seat base. 
Equation A-3 defines the repession relationship for 
the seat data. 

Absorbed power = 0.13125 

Equation A-3 was used to adjust the absorbed power 
values recorded at the seat prior to the factorial anaf- 
ysis of the data. 

Absorbed power at the seat base was sieificantly 
affected by diEerenees between trucks, test sections, 
and individual eross-seetic~ns Itable A-3). However, 
the analysis sf variance of the adjusted seat data 
(table A-4) found that the only main eEect siwifi- 
cantly affecting the vibration on the seat was diEer- 
ences between trucks. 

Glperafionat Evaluatiknrz. -The data collected dur- 
ing the operational test in Oklahoma was analyzed in 
a z2 factorial design with the dependend variable 
travel speed as a function of truck and tire inflation 
pressure level. The analysis of variance (table A-5) 
shows that both of the independent variables had a 
significant egect on travel speed. 



Table A-1.-Analysis of variance for eleuational changes in road cross-sections 

Source d.f. Sums of squares Mean squares F P>F 

Week 4 1.15733752 0.28933438 2.52 0.0602 
Road section 2 0.14265773 0.07132887 0.62 0.5432 
Cross-section(Seetion1 6 0.19842656 0.03307109 0.29 0.9381 

Error 32 3.66896643 0,11465520 

Table A-2.-Analysis of variance for changes in t m k  bulk clenszty 

Source d.f. Sums of squares Mean squares F P>F" 

Week 4 41.0421882 10.2605470 1.36 0.2699 
Road section 2 14.2671895 7.1335948 0.95 0.3992 
Cross-section(Section1 6 309.3507537 5 1.5584589 6.83 0.0001 

Error 32 241.5360765 7.5480024 

Total 44 606.1962078 

Table A-3.-Analysis of variance fir the absorbed power values measured at the seat base 

Source d.f. Sums of squares Mean squares F P>F 

Truck 1 10.6421735 10.6421735 101.89 8.0001 
Road section 2 1.5750900 0,7875450 7.98 0.0804 
Cross-secdiont Sectlonl 6 4.4005077 0.7334180 7.44 0.0001 

Error 234 23.0805395 0.0986348 

Table A-4.-Analysis of variance for absorbed power values measured on the seat and adjusted for 
speed and number of passes 

Source d.f. Sums of squares Mean squares F P>F 

Truck 1 0.5565940 0.5565940 11.56 0.0008 
Road section 2 0.1639144 0.0819572 1.70 0.1847 
Cross-sectioniSeedion) 6 0.3426521 0.0571087 1.19 0.3148 

Error 226 10.8857605 0.0481671 

Total 

Table A-5.-Analysis of variance for travel speed as a function of inflation pressure 

Source d.f. Sums of squares ~Vean squares F P>F 

Truck 1 17899.60348 17899.60348 279.01 0.0008 
Pressure 1 3462.78118 3462.78118 53.98 0.0001 
Truck x Pressure 1 158.34230 158.34230 2.47 0.1166 

Error 668 42855.14866 64.15441 

Total 67 1 64362.67987 
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Southern regional central tire inflation tests were conducted in Ala- 
bama and Oklahoma. The road wear and ride vibration data are 
analyzed in this report. Tire inflation pressure affects travel speed 
and truck vibration. 
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